RT-1080 X £& U5 & B, RT-1080 For line window machine
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The automatic window sticking machine is a special equipment for window color box
and color box film sticking. It is the most advanced model of window sticking
machine in our country. The perfect humanized design concept makes the machine
have the characteristics of high efficiency, high precision, high stability and easy
operation. This function is suitable for cardboard and corrugated paper, with non-stop
to the bottom paper extracting mode single stack separation, after pushing flexo
printing plate positioning module of the diaphragm glue, stable and accurate cut and
trimmed the sword. Implement the tissue box. Gift box. Toy box. Shirt case. Milk
box and other windows for film function.

The main frame is made of Shougang 30mm steel plate, processed by heat treatment
and processed by numerical control machine tool. Ensure smooth operation of
machines and stable quality. Mechanical distribution of paper, positioning, gluing,
film, paper five major parts.

The use of the United States Department of paper imports Ever-power brand deep
groove type Feida belt, with our unique pallet type intermittent feeding way, to ensure



smooth and smooth paper, not easy to double, empty. The machine speed is 7000
pieces per hour, suction and delivery belt conveyors use imported siegling belt.
Mechanical drive chains all use Japanese signs and chains. Mechanical key parts use
Seiko (NSK) bearings, up to 50%,. Control button. Contactor man-machine interface
uses the German Schneider, Taiwan weinview, PLC. inverter used in Taiwan Delta,
the photoelectric switch using OMRON motor, using Taiwan Dongyuan motor speed.
The control part achieves 95% import. The machine is reasonable in design, stable in
quality, simple in operation and easy to learn. It's a good helper for your printing and
packing business.

FEARSEL Specification

745 MODEL RT-1080 *f £ Ui &AL
SN A Max. sheet size B (W)1000 X £:(L)710mm
/AR R Max. sheet siz B (W)80 X K:(L)100mm
Z1EEE NN Max. window size B (W)840 X K:(L)500mm
i H BN Max. window size Bi(W)30 X K(L)45mm
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HUBR S Machine dimension £(L)4225 X %5(W)2000 X 15 (H)1800mm
PLAS & Machine weight 3.3 M
F R Main motor power 3kw
FIARHEHLIIZE  Glue roller power 0.09kw
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