
RT-700全自动贴双面胶机 RT-700 Fully automatic double faced adhesive machine

主机体

主机体上设计有贴胶头专用机头，根据客户的具体要求在装配设备时安装相应数量贴胶头,
每个贴胶头可在主机体上灵活定位。

Main machine
It has dedicated gule head,can install relevant quantity of you need.every gule head can
move.location。

给纸飞达

采用皮带式下给纸专用飞达，每组皮带可以单独调整，该飞达采用专用成熟结构，调节方便

并保证纸张直线运行。平稳的运行过程能有效减少上光纸的刮花机率，刮花程度按客户提供

的限度样版来判定。

Feeder
Adopt belt to paper feedeing,every belt can independent adjustment, make paper running
straight line,and reduce to be scratched。
贴胶头

自行研发专用成熟机头，速度快，精度高，可靠性好。可以在同一条线上多个指定位置上间

歇贴双面胶带。

Glue head
We designed the delicated glue head are fast speed, high accuracy, better quality,can
glue many location tapes in the same line。
适用胶带宽度

最大为 35毫米，最小 3毫米。最大可定制 70毫米的宽度。

The width of double sided tapes
Max.35mm,min,3mm,and we can do Max.70mm if you order。
粘贴精度可达到

贴胶运动方向前后±1.5mm，左右±1.0mm。

Paste accuracy
can reach glue direction of movement, before and after about 1.5mm, about 1.0mm
鱼鳞试自动收纸机

保证贴合后纸张的收集与整理整齐。可编程进行批次和计数

Fish scale delivery
Guarantee paper collect tidy.programmable count



纸张纠偏系统

实现纸张在传送过程中进行精准定位

Paper correction system
Can make paper accurate location when running
控制系统及机械标件

控制系统及电机、机械标件皆采用国际知名牌

Control systerm and machine standard parts
Control systerm and motor,belt etc.are international famous brand
纠偏及 90 度转向组件

简洁定位传动组件，令纠偏更精准。完成第一次贴边后，我们的独特设计----90 度转向组

件把两边已贴过双面胶的纸张，在高速直线运转中 90 度转向，然后第二次贴边

Registration Correction System And 90 Degree Turning Device
The registration correction systemUses drive wheels assembly to Achieve accurate
positing.After first gluing and registrationCorrection, paper arrives at outUnique
section,the 90 degreeTurning device,which turns theGlued paper in 90 degree and thus
Prepare for second gluing。

技术参数 Specification

型号MODEL RT-700全自动贴双面胶机

适应纸张克数 Sheet thickness 150克/平方米-3mm 厚度以下

最大纸张尺寸 Max. sheet siz 宽(W)650×长(L)650mm

贴胶长度 Glue length 30-650mm

试用胶带宽度 The width of double sided tapes 30-35mm(可定制 options 70mm)

工作速度 Speed 60米/每分钟

主电机功率 Main motor 2.2kw

机器重量 Machine weight 1.5吨

机械尺寸 Machine dimension
长 (L)4300 × 宽 (W)1500 × 高

(H)1600mm
注：具体技术参数视纸张而定。

产品如有改动，恕不另行通知

Subject to technical and other changes without notice.


